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UPT-M712BL
Blue Thermal Mammography Film

Contents:  
125 sheets of print film
Paper size: 	  
253 x 304mm 
(10 x 12 inches)

Size: 10 x 12

UP-DF750

UPT-514BL
Blue Thermal Film 

Contents:  
125 sheets of print film
Paper size: 	  
279 x 354mm 
(11 x 14 inches)

Size: 11 x 14

UP-DF750 UP-DF550

UPT-736BL
Blue Thermal Film 

Contents:  
100 sheets of print film
Paper size: 
203 x 254mm 
(8 x 10 inches)

Size: 8 x 10

UP-D74XRD

UPC-R80MD
Self-laminating Colour Printing Pack

Contents: 
2x 50 sheet print 
paper roll for 100 prints
2x ink ribbon
Paper size:
210mm (W) x 16m

Size: A4

UP-DR80MD

UPC-21S
Colour Printing Pack

Contents: 
240 sheets of print paper
3 rolls of ink ribbon
Paper size: 
100 x 90mm 
(4 x 3 5/8 inches)

Size: A6

UP-20 UP-21MD

UP-25MD UP-D25MD

UP-D23MD

UPC-24SA
Colour Printing Pack

Contents (small size):
180 sheets of  
print paper
(60 sheets x 3 packs)
3 rolls of ink ribbon

Size: A6

UP-25MD UP-D25MD

UPT-M710BL
Blue Thermal Mammography Film

Contents:  
125 sheets of print film
Paper size: 	  
202 x 253mm 
(8 x 10 inches)

Size: 8 x 10

UP-DF750

UPT-512BL
Blue Thermal Film 

Contents:  
125 sheets of print film
Paper size: 	  
253 x 304mm 
(10 x 12 inches)

Size: 10 x 12

UP-DF750 UP-DF550

UPT-735BL
Blue Thermal Film

Contents: 
100 sheets of print film
Paper size: 
203 x 254mm 
(8 x 10 inches)

Size: 8 x 10

UP-D72XR

UPC-770
Self-laminating Colour Printing Pack

Contents: 
72 sheets of print paper
a roll of ink ribbon
Paper size: 	  
210 x 298mm  
(8 3/8  x 11 3/4  inches)

Size: A4

UP-D77MD UP-D75MD

UPC-21L
Colour Printing Pack

Contents: 
200 sheets of print paper
4 rolls of ink ribbon
Paper size: 
144 x 100mm 
(5 3/4 x 4 inches)

Size: A6

UP-20 UP-21MD

UP-25MD UP-D25MD

UP-D23MD

UPC-24LA
Colour Printing Pack

Contents (large size):
160 sheets of  
print paper
(40 sheets x 4 packs)
4 rolls of ink ribbon

Size: A6

UP-25MD UP-D25MD

UPT-517BL
Blue Thermal Film 

Contents:  
125 sheets of print film
Paper size: 	  
354 x 430mm  
(14 x 17 inches)

Size: 14 x 17 UP-DF500

UP-DF750 UP-DF550

UPT-510BL
Blue Thermal Film 

Contents:  
125 sheets of print film
Paper size: 	  
202 x 253mm 
(8 x 10 inches)

Size: 8 x 10

UP-DF750 UP-DF550

UPP-725
Thermal Printing Paper

Contents:  
100 sheets of print media
Paper size: 
203 x 254mm 
(8 x 10 inches)

Size: 8 x 10

UP-D74XRD UP-D72XR

UPC-55
Colour Printing Pack

Contents: 
200 sheets of print 
paper
2 rolls of ink ribbon

Size: A5

UP-D55 UP-55MD

Accessories for Image Printing 

All products on ths page are MDD approved.
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Accessories for Image Prnting

UPT-210BL
Blue Thermal Transparent Film (Type III) 

Paper size: 
210mm (W) x 12.5 m 
Print quantity: 
42 prints (6-split)

Size: A4

UP-990AD

UPP-110HG
Thermal Print Media  
(Type V: High Glossy) 

Paper size: 
110mm (W) x 18 m
Print quantity: 
�193 prints

Size: A6

UP-897MD UP-D897

RM-91
Remote Control Unit

Connector:	 Stereo mini
Cable length: 5 m
Mass: 80 g (3 oz)
Supplied accessory:	
Operation manual

Remote Commander

UP-20 UP-21MD

UP-55MD UP-897MD

UP-990AD UP-970AD

UPA-500
Cleaning Kit

Contents: 
Cleaning roller x 5
Cleaning paper x 5
Head lapping film x 1

Cleaning Kit

UP-DF750 UP-DF550

UP-DF500

UPP-210HD
Thermal Transparent Film  
(Type II: High Density)

Paper size: 
210mm (W) x 25 m 
Print quantity: 
139 prints  
(with UP-990AD/970AD)

Size: A4

UP-990AD UP-970AD

UPP-110HD
Thermal Print Media  
(Type II: High Density)

Paper size:	  
110mm (W) x 20 m
Print quantity: 
215 prints 

Size: A6

UP-897MD UP-D897

UPP-210SE
Thermal Transparent Film  
(Type I: High Quality)

Paper size:	  
210mm (W) x 25 m 
Print quantity: 
139 prints  
(with UP-990AD/970AD)

Size: A4

UP-990AD UP-970AD

UPP-110S
Thermal Print Media  
(Type I: High Quality) 

Paper size:	  
110mm (W) x 20 m 
Print quantity: 
215 prints

Size: A6

UP-897MD UP-D897

FS-24
Foot Switch

Connector:  
Stereo Mini Jack
Cable Length: 5 m
Water proofing: IPX3

Remote Commander

UP-20 UP-21MD

UP-55MD UP-897MD

UP-990AD UP-970AD
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36 37Accessories for Image Capture

Specifications for Image Capture

Colour Video Camera

PMW-10MD DXC-C33P

System

Image device 3-chip ½ inch Exmor CMOS 3 CCD � inch EXWAVE HAD Sensor

Effective picture elements 1920 × 1080 752 (H) x 582 (V)

Sensing area 4.8 (H) x 3.6 (V)mm

Scanning system 1080i50/i59,94 2:1 interlaced, 625 TV lines

Horizontal frequency 15.625 kHz

Vertical frequency 50Hz

Sync system External with BNC (x1) Internal or external with VBS, HD/VD

Phase control H/SC phase control

Horizontal resolution 1000 TV lines 850 TV lines

Lens mount C mount C mount

Flange back 17.526mm 17.526mm

Sensitivity F10 typical (in 1920 x 1080/59.94i mode) F8.0 at 2000 lx
Minimum illumination 0.14 lx (in 1920 x 1080/59.94i mode, F2.2, +21 dB gain, with 64-frame 

slow shutter)
4 lx (F2, GAIN: HYPER)

S/N ratio 54 dB (Y) (typical) 61dB
Gain 0 to 21 dB STEP/AGC/HYPER selectable, STEP: 0 to 24 dB by 1 dB step, AGC: 0 to 

24 dB (Limit value: 6 dB, 12 dB, 18 dB, 24 dB selectable), HYPER: 30 dB

Shutter speed
60i: 1/60, 1/100, 1/125, 1/250, 1/500, 1/1000, 1/2000, 1/4000, 
1/10000, 1/20000 50i: 1/60, 1/100, 1/125, 1/250, 1/500, 1/1000, 
1/2000, 1/4000, 1/10000, 1/16000

8.0 to 1/100,000 s 

Electronic shutter OFF/SPEED/ECS/SLS/EXSLS OFF/STEP/VARIABLE/CCD IRIS/KNOB selectable

Iris Manual Manual

AE area Multi/Large/Medium/Spot/Slit Selectable Multi/Large/Medium/Spot/Slit/Manual selectable

AE speed -99 to +99 Fast/Mid/Slow selectable

AE detect Backlight, Standard, Spotlight Average/Peak selectable

Contrast effect Manual/DynaLatitude/DCC+ selectable

Knee point Auto, Point, Slope, Manual High/Mid/Low/Off selectable (Contrast Effect: Manual)
Black stretch Variable Black max / Black min Variable (Contrast Effect: Manual)

Gamma Variable On/Off (Variable at ON)

Pedestal Master, R/B Manual Master and R/B Manual adjustable

Black balance -99 to +99 ABB

White balance Preset/Memory/ATW
AWB/ATW normal/ATW wide/Manual/3200 K/5600 K selectable
AWB or ATW R/B paint, manual R/G gain

ATW area Normal/manual selectable Normal/Manual selectable

ATW speed 1(slow) -5(fast) selectable Fast/Mid/Slow selectable

Detail level -99 to +99 All/Target/Off (Variable at All or Target)

Detail frequency -99 to +99 High/Mid/Low selectable

Linear matrix All/Target/Off (Variable at All or Target) 

Linear matrix mode ALL/Target/OFF/Select Standard/R Enhance/G Enhance/B Enhance/Manual selectable

Partial enhance -99 to +99, Type1-Type4 All/In/Out selectable

CCD integration mode G-B, B-G, G-R, R-G, R-B, B-R Field/Frame selectable

Shading compensation Off/On (Manual control)

Baud rate Manual 19200/9600/4800/2400/1200 selectable

Sync Up to 38400 RGB/G/Off selectable

Trigger CMOS/ Open Collector ext Sync BNC On (Positive edge trigger/Negative edge trigger)/Off

Strobe Slave

User file Slave A/B switchable

Scene file Profile 1 - Profile 5 (selectable) Standard/Microscope/Full Auto/Strobe/File A or B

Output signals
HD-SDI, Composite, S-Video (Y/C), Y,Pb,Pr, DVI-D programmable 
(via Profile 1- 5)

VBS, RGB/SYNC, Y/C, i.LINK(DV)

Serial data RS-232C RS-232C
Connectors 
(on Camera Control Side)

Camera input: 36-pin (x1), MIC input: Stereo mini-jack (x1), 
Composite output: BNC (x1), S-Video output: mini DIN 4-pin (x1)
Component output: D-Sub 15-pin (x 1), DVI-D output: DVI connec-
tor 19-pin (x1), HD SDI output: BNC (x 2), EXT SYNC input: BNC (x1), 
FS,TRIG IO: Stereo mini-jack (x1), Remote: D-sub 9-pin (x1)

DV OUT (6-pin jack), RGB/SYNC (9-pin D-sub)
VIDEO OUT (BNC), S-VIDEO (4-pin mini DIN), 
FS/TRIG IN (Stereo Mini jack), REMOTE (8-pin mini DIN), AC Inlet, Camera 
(20-pin), EXT SYNC IN (BNC)

Measurements
Dimensions CHU : 35 x 45 x 50mm (1 7/16 x 1 13/16 x 2 inches) without projection

CCU : 200 x 88 x 240mm (7 7/8 x 3 1/2 x 9 1/2 inches) without projection
CHU: 32 x 38 x 40mm (1 5/16 x 1 1/2 x 1 5/8 inches)
CCU: 200 x 88 x 242mm ( 7 7/8 x 3 1/2 x 9 5/8 inches)

Mass CHU : Approx. 90 g (3.2 oz)
CCU : Approx. 2.8 kg (6 lb 3 oz)

CHU: 48 g (1.7 oz)
CCU: 2.5 kg (5 lb 8 oz)

Power

Requirements AC 100 to 240 V, 50/60 Hz AC 100 to 240 V, 50/60 Hz

Consumption 0.6-0.36 A (Max.30 W) Max. 18 W

Operating conditions

Temperature 0 to +40 °C (+32 to +104 °F) -5 to 45°C (23 to 113°F)

Storage/Transporting conditions

Temperature -20°C to 60°C (-4°F to 140°F) -20 to 60°C (-4 to 140°F)

Specifi cations

C
a

m
e

ra
s

C
a

m
e

ra
s

R
e

c
o

rd
e

rs

R
e

c
o

rd
e

rs

M
o

nito
rs

M
o

nito
rs

Printe
rs

Printe
rs

A
c

c
e

sso
rie

s

A
c

c
e

sso
rie

s

Sp
e

c
ific

a
tio

ns

Colour Video Camera

DXC-390P DXC-990P

System

Image device 3 CCD � inch EXWAVE HAD Sensor 3 CCD ½ inch EXWAVE HAD Sensor

Effective picture elements 752 (H) x 582 (V)

Sensing area 4.8 (H) x 3.6 (V)mm 6.4 (H) x 4.8 (V)mm

Scanning system 2:1 interlaced, 625 lines

Horizontal frequency 15.625 kHz

Vertical frequency 50Hz

Sync system Internal or external with VBS, HD/VD

Phase control H/SC phase control

Horizontal resolution 800 TV lines 850 TV lines

Lens mount C mount Bayonet mount

Flange back 17.526mm 38.00mm

Sensitivity F8.0 at 2000 lx F11 at 2000 lx

Minimum illumination 4 lx (F2, GAIN: HYPER) 1 lx (F1.4, GAIN: HYPER)

S/N ratio 61dB 62 dB
Gain STEP/AGC/HYPER selectable

STEP: 0 to 24 dB by 1 dB step
AGC: 0 to 24 dB (Limit value: 6 dB, 12 dB, 18 dB, 24 dB selectable)
HYPER: 30 dB

Shutter speed 8.0 to 1/100,000 s 0.5 to 1/100,000 s

Electronic shutter OFF/STEP/VARIABLE/CCD IRIS selectable

Iris Auto/Manual

AE area Multi/Large/Medium/Spot/Slit/Manual selectable

AE speed Fast/Mid/Slow selectable

AE detect Average/Peak selectable

Contrast effect Manual/DynaLatitude/DCC+ selectable

Knee point High/Mid/Low/Off selectable (Contrast Effect: Manual)

Black stretch Variable (Contrast Effect: Manual)

Gamma On/Off (Variable at ON)

Pedestal Master and R/B Manual adjustable

Black balance ABB

White balance
AWB/ATW normal/ATW wide/Manual/3200 K/5600 K selectable
AWB or ATW R/B paint, manual R/G gain

ATW area Normal/Manual selectable

ATW speed Fast/Mid/Slow selectable

Detail level All/Target/Off (Variable at All or Target)

Detail frequency High/Mid/Low selectable

Linear matrix All/Target/Off (Variable at All or Target) 

Linear matrix mode Standard/R Enhance/G Enhance/B Enhance/Manual selectable

Partial enhance All/In/Out selectable

CCD integration mode Field/Frame selectable

Shading compensation Off/On (Manual control)

Baud rate 19200/9600/4800/2400/1200 selectable

Sync RGB/G/Off selectable

Trigger On (Positive edge trigger/Negative edge trigger)/Off

Strobe Slave

User file A/B switchable

Scene file Standard/Microscope/Full Auto/Strobe/File A or B

Output signals VBS, RGB/SYNC, Y/C VBS, RGB/SYNC, Y/C, Y/R-Y/B-Y

Serial data RS-232C RS-232C
Connectors

RGB/SYNC (9-pin D-sub), DC IN/VBS (12-pin), 
VIDEO OUT (BNC), TRIGGER IN (BNC), 
REMOTE (8-pin mini DIN), LENS (6-pin) 

RGB/SYNC (9-pin D-sub), DC IN/VBS (12-pin),
VIDEO OUT (BNC), TRIGGER IN (BNC),
REMOTE (8-pin mini DIN), GEN LOCK IN (BNC)
LENS (6-pin)

Measurements

Dimensions 56 x 50 x 128mm (2 1/4 x 2 x 5 1/8 inches) 70 x 72 x 123.5mm (2 7/8 x 2 7/8 x 4 7/8 inches)

Mass Approx. 370 g (13 oz) Approx. 630 g (1 lb 6 oz)

Power

Requirements DC 10.5 to 15.0 V

Consumption Approx. 7.6 W

Operating conditions

Temperature -5 to 45°C (23 to 113°F)

Storage/Transporting conditions

Temperature -20 to 60°C (-4 to 140°F)

Specifications for 
Image Capture
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38 39Specifications for 
Recording Storage

DVD Recorder

DVO-1000MD

System

Recording system DVD Recording, NTSC/PAL Switchable

Recording format Video: MPEG-2 compression/Audio: Dolby Digital format

Recordable media DVD+RW (2.4x and 4x speed)

Recording time HQ Mode: 60 minutes/SP Mode: 120 minutes/LP Mode: 180 minutes

Safety standards IEC60601-1, EN60601-1, UL60601-1, CAN/CSA C22.2 No.601.1

Input/Output

Analogue composite input BNC x2, with loop-through, unbalanced, 1.0 Vp-p, 75 Ω

S-video input 4-pin DIN x2, with loop-through, Y: 1.0 Vp-p, 75 Ω, unbalanced, C: 0.286 Vp-p 
(NTSC)/0.3, Vp-p (PAL), 75 Ω, unbalanced

Analogue composite output BNC x1, 1.0±0.2 Vp-p, 75 Ω, unbalanced

S-video output 4-pin DIN x1 Y: 1.0 Vp-p, 75 Ω, unbalanced, C: 0.286 Vp-p (NTSC)/0.3 Vp-p 
(PAL), 75 Ω, unbalanced

Analogue audio input RCA Pin x2 (L/R), 2 Vrms (full bit), input impedance 47 kΩ

Analogue audio output RCA Pin x2 (L/R), 2 Vrms (full bit), load impedance 47 kΩ

Monitor audio output Monitor RCA Pin x1, 2 Vrms (full bit), load impedance 47 kΩ

i.LINK (DV IN) i.LINK 6-pin x1, IEEE1394

Remote control �RS-232C x1, D-sub 9-pin Remote1 x1, stereo mini jack (for connection with the 
optional SVRM-100A/DSRM-10 controllers) 
Remote2 x1, stereo mini jack (for connection with the optional FS-20 foot 
switch) USB 2.0 x1 (Full Speed)

Measurements

Dimensions 212 x 128.5 x 382mm (8 3/8 x 5 x 15 inches)

Mass 6 kg (13 lb 4 oz)

Power

Requirements AC 100 V to 240 V, 50/60 Hz

Consumption 35 W

Operating conditions

Temperature +5 to +40°C (41 to 104°F)

Humidity 20 to 80%

Storage/Transporting conditions

Temperature -20 to +60°C (-13 to 140°F)

Specifications for 
Recording Storage
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DICOM Capture Station

BZMD-1000

System
Product specification 2.16 GHz Intel Duo-Core II processor (T7400)

4 GB RAM
750 GB HDD
Sony DVD/ CD/ Blu-ray drive
1280 x 1024 resolution 17-inch LCD panel (viewable area, measured diagonally)
SAW (Surface Acoustic Wave) touchscreen
Intel 945GM video chipset
Sony BKBU-8000 Digital Capture Card

Analogue video RGB or YPbPr or Monochrome
S-Video
Composite

Digital video DVI-D up to 1080p/60
SDI, SMPTE 259M up to 720 x 576 pixels (270 Mbps)
HD-SDI, SMPTE 292M up to 1920 x 1080 pixels (1.45 Gbps)

Supported formats NTSC, PAL and SECAM, Component RGB, Component YPbPr, Monochrome, S-Video, DVI-D single link, HD-SDI 1080i, 1280x1024, 
1024x768, 800x600, 640x480

Audio Stereo audio recording with MPEG-1 Layer II encoding at 16 bit/48 kHz resolution 
Controls 6 trigger inputs

1 digital output
Measurements
Dimensions 412 x 380 x 192mm (16.2 x 15 x 7.6 inches)
Mass 13.4 Kg (29.5 lbs)
Physical
Cabinet Powder coated stainless steel cabinet
Mounting VESA 100 mounting
LCD
Brightness Minimum 300 cd/m
Contrast ratio 500:1
Resolution 1280 x 1024
Screen 17-inch (viewable area, measured diagonally) SAW (Surface Acoustic Wave) technology touchscreen
Connections

1 x BNC female connector for Composite or SDI or HD-SDI
1 x Mini-DIN 4-pin female connector for S-Video
1 x HD-15 female connector for RGB or YPbPr or Monochrome
1 x DVI-I 29-pin female connector for DVI single link (digital only)
1 x Stereo Mini-jack for line level audio
1 x Stereo Mini-jack for line level audio output
1 x Mini-DIN 9-pin female for General Purpose Input (GPI) trigger and digital output
1 x XLR male for power supply
4 x general USB and 1 x printer-only USB
1 x RJ45 10/100/1000 Mbps Ethernet
1 x VGA 15-pin female Output

Power
Dimensions 208 x 82 x 50mm (8.17 x 3.23 x 1.96 inches)
Mass 0.96 Kg (2.2 lbs)
Input voltage 100-240 VAC 50-/60Hz
Consumption 150 W
Output voltages 19 VDC
Operating conditions
Temperature 0 to 35° C (32 to 95° F)
Humidity 20 to 80%
Storage/Transporting conditions
Temperature -20 to 60°C (-4 to 140°F)
Humidity 10 to 90%
Digital Capture Card (Sony BKBU-8000)

Input range: 0.5 Vpp to 1.0 Vpp
Offset: -1.0V to 2.0V DC
8 bit gain, 8 bit black level, white balance, phase adjustment
75 Ohm termination
AC coupled with DC restoration
H and V sync input on RGB and YPbPr only
Pixel rate up to 110 MHz
Horizontal Frequency: 90 kHz
Pixel Jitter: +0.5ns
S/N Ratio: 47 dB
Linearity: >99%
Gain and Offset stability: 1% from 15 to 40°C
A/D Conversion: 8 bits each of R, G, B (24 bits/pixel)
24 bits YPbPr
Colour Formats: RGB 24, YCbCr 4:2:2, 8 bit monochrome
Horizontal anti-aliasing filtering
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HD Video Recorder

HVO-1000MD

Recording devices
Internal hard disk drive 320 GB
Blu-ray Disc/DVD drive (1) Compatible media: BD-RE2.0, BD-R1.0, DVD-R
Input connnectors
S-Video in Mini DIN 4-pin type (x1)

Y: 1.0 Vp-p (75 Ω) Sync negative
C (BURST): 0.286 Vp-p (75 Ω) (NTSC)
C (BURST): 0.3 Vp-p (75 Ω) (PAL)

Video in BNC (x1), Composite 1.0 Vp-p (75 Ω), Sync negative
DVI-D in Receptacle (x1), TMDS 1 channel (single link)
RGB in D-sub 15-pin (x1), 0.7 vp-p/with synce on green G: 1.0

Vp-p 75 Ω
HD-SDI in BNC (x1)

SD: SMPTE259M compliant
HD: SMPTE292M compliant 75 Ω

Audio line in Stereo mini jack (x1)
1.4 Vrms (full bit), input impedance
10 k Ω or higher, unbalanced

Output connectors
S-Video out Mini DIN 4-pin type (x1)

Y: 1.0 Vp-p (75 Ω) Sync negative
C (BURST): 0.286 Vp-p (75 Ω) (NTSC)
C (BURST): 0.3 Vp-p (75 Ω) (PAL)

Video out BNC (x1), Composite, 1.0 Vp-p (75 Ω), Sync negative
DVI-D out Receptacle (x1), TMDS 1 channel (single link)
HD-SDI out BNC (X1), SD/HD 0.8 VP-P 75 Ω
Audio out Stereo mini jack (x1), 1.4 Vrms (full bit),

load impedance 10 k Ω, unbalanced
Other interfaces
USB USB 2.0 (x4)
Network RJ-45 (x1), 1000Base-T/100Base-TX
Remote RS 232C D-sub 9-pin (x2)
Remote contact switch Stereo mini jack (x4)
Remote monitor RJ-45 type (x1)
Other
Supplied accessories Before Using this Unit (x1), CD-ROM (Instructions For Use, PROTOCOL MANUAL) (x1), Warranty booklet (x1), 

Infared remote control unit (x1)
General
Power requirements 100V to 240V AC. 50 Hz/60 Hz
Input current 1.9 A to 0.8 A
Operating temperature 5 to 40° C (41 to 104° F)
Operating humidity 20% to 80%

(Maximum wet-bulb temperature: 30° C (86° F)
(no condensation)

Operating pressure 700 hPa to 1,040 hPa
Temperature range for storage -20° C to +60° C (-4° F to +140° F)
Humidity range for storage 
(no condensation)

20% to 90%
(maximum wet-bulb temperature: 30° C (86° F)

Storage and transport pressure 700 hPa to 1,040 hPa
Mass 8.4kg (18.5lb.)
Dimensions 305 x 410 x 115.5mm (12 1/8 x 16 1/4 x 4 5/8 in.)

including protrusions

Specifications for 
Image Presentation & Display

Specifications for 
Recording Storage
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LCD Monitor

LMD-1530MD LMD-1951MD LMD-2110MD

Panel

LCD Panel Type a-Si TFT Active Matrix LCD with anti reflection (AR) coated protection panel a-Si TFT Active Matrix LCD

Resolution 1280 x 768 pixels (WXGA) 1280 x 1024 pixels (SXGA) 1920 x 1080 pixels (Full HD)

Effective picture size (WxH) 334 x 200mm (13 1/4 x 7 7/8 inches) 376 x 301mm (14 7/8 x 11 7/8 inches) 477 x 268mm (18 7/9 x 10 5/9 inches)

Diagonal 390mm (15 3/8 inches) 481.84mm (19 inches) 547mm (21 5/9 inches)

Aspect 15:9 5:4 16:9

Viewing Angle 176° 178° 170/160°, Typical.

Input

RGB Component BNC (x3) RGB: 0,7Vp-p +- 3dB (Sync on Green, 0,3Vp-p sync negative)
Component: 0,7Vp-p (75% chrominance standard colour bar signal)

External Sync BNC (x1)

Y/C 4-pinMini DIN x 1 
Y:1,0Vp-p +-3dB sync negative
C: 0,268Vp-p +- 3dB (NTSC burst signal level), 0,3Vp-p +-3dB (PAL burst signal level)
(Line A)

Composite BNC (x1) 1,0Vp-p +-3dB, sync negative (NTSC/PAL) (Line A)

SD/HD - SDI SD-SDI with adaptor Yes (x2 with optional board) Yes, with adaptor 

Audio Phono jack (x1) -5dBu >47KOhms — Phono jack (x1) -5dBu >47KOhms

Computer input

Analogue HD-15 — D-sub 15-pin (x1), R/G/B: 0.7 Vp-p sync 
positive (Sync On Green, 0.3 Vp-p sync 
negative) Sync: TTL level (polarity free, H/V 
separate sync)

—

HDMI HDMI input — HDMI input

Output

RGB Component BNC (x3) loop through with 75Ohms automatic terminal function

Y/C 4-pinMiniDIN (x1) loop through with 75 Ohms automatic terminal function

Composite BNC (x1) loop through with 75 Ohms automatic terminal function

Audio built-in speaker 0,5W (x1 Mono), phono 
jack (x1) loop through with 75Ohms 
terminal function

— built-in speaker 0,5W (x1 Mono), phono 
jack (x1) loop through with 75Ohms 
terminal function

Computer Output

DVI-D — TMDS single link (x1 with optional board)

Other

Remote Parallel 8pin modular Parallel 8pin modular 
Serial RS-232C 9-pinD-sub 
RJ-45 modular connector (ETHERNET) 

AC 100 to 240 V ±10%, 50/60 Hz

Stand Supplied 
100 x 100mm VESA mount

Optional SU-560
100 x 100mm VESA mount

Supplied 
100 x 100mm VESA mount

Measurements

Dimensions W x H x D 372 x 336 x 264mm
(14 3/4 x 13 3/8 x 10 1/2 inches)

455.8 x 368.3 x 101.7mm (18 x 14 5/8 x 
4 1/8 inches) (without a stand)
455.8 x 435.7 x 302mm (18 x 17 1/4 x 
12 inches) (with SU-560 optional stand)

505 x 444 x 119mm
(20 x 17 5/8 x 4 3/4 inches)

Mass 6,2Kg 6.7 kg (14 lb 12 oz)
7.1 kg (15 lb 10 oz) (with two BKM-229X 
installed)

8.6 kg (18 lb 15 oz)

Power

Requirements AC 100V - 240V, 50/60Hz AC 100-240 V, 50/60 Hz, 0.92 A-0.40 A
DC IN: 24 V 3.5 A 5 V 0.030 A (Supplied 
from AC adaptor)
AC Adaptor (Sony, AC-110MD) (optional)
AC IN: 100 V-240 V, 50/60 Hz, 1.53 A-0.58 A
DC OUT: 24 V 5.0 A 5 V 0.060 A

AC 100 V- 240V, 50/60Hz

Consumption 40W Maximum: approx. 85 W (when two 
BKM-229X are installed)

100W

Operating conditions

Temperature 0 to 35°C (32 to 95°F)

Humidity 30 to 85 % (no condensation)

Storage conditions

Temperature -20 to +60 °C (-4 to +140 °F) - 10 to + 40°C (14 to 104°F)

Humidity 0 to 90 % (no condensation)

Pressure 700 to 1060 hPa
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LCD Monitor

PVM-2551MD LMD-2451MD LMD-3250MD

Panel

LCD Panel Type OLED a-Si TFT Active Matrix LCD with anti reflection (AR) coated protection panel

Resolution 1920 x 1080 pixels (Full HD) 1920 x 1200 pixels (WUXGA) 1920 x 1080 pixels (Full HD)

Effective picture size (WxH) 543.4 x 305.6mm (21 1/2 x 12 1/8 inches) 518 x 324mm (20 1/2 x 12 7/8 inches) 698 x 393mm (27 1/2 x 15 1/2 inches)

Diagonal 623.4mm (24 5/8 inches) 609mm (24 inches) 802mm (31 5/8  inches)

Aspect 16:9 16:10 16:9

Viewing Angle 89°/89°/89°/89° (typical) (up/down/left/
right, contrast > 10:1)

178°

Input

RGB Component BNC type (x3), RGB: 0.7 Vp-p ±3 dB (Sync On Green, 0.3 Vp-p sync negative)
Component: 0.7 Vp-p ±3 dB (75% chrominance standard colour bar signal)

External Sync BNC (x1)

Y/C 4-pinMini DIN x 1 
Y:1,0Vp-p +-3dB sync negative
C: 0,286Vp-p +- 3dB (NTSC burst signal level), 0,3Vp-p +-3dB (PAL burst signal level)

Composite BNC (x1) 1,0Vp-p +-3dB, sync negative (NTSC/PAL)

SD/HD - SDI Yes (x2 with optional board) Yes (HD-SDI Board built in)

Computer input

Analogue HD-15 D-sub 15-pin (x1)
R/G/B: 0.7 Vp-p, sync positive (Sync On 
Green, 0.3 Vp-p sync negative)
Sync: TTL level (polarity free, H/V separate 
sync) Plug & Play function: corresponds to 
DDC2B

D-sub 15-pinR/G/B: 0,7Vp-p sync positive (when G channel is sync negative, the internal 
sync can be used 0,3Vp-p)

DVI-D DVI-D (x1), TMDS single link TMDS single link (x2 with optional board) TMDS single link

Output

RGB Component BNC (x3) loop through with 75Ohms automatic terminal function

Y/C Mini-DIN 4-pin (x1), Loop-through, with 75 ohms automatic terminal function

Composite BNC (x1) loop through with 75 Ohms automatic terminal function

Computer Output

DVI-D TMDS single link (x1 with optional board) —

Other

Remote Modular connector 8-pin (x1) Parallel 8pin modular 
Serial RS-232C 9-pinD-sub
serial ETHERNET RJ-45

Stand Optional SU-560
100 x 100mm VESA mount

Optional SU32FWS
200 x 400mm VESA mount
100 x 300mm VESA mount

Measurements

Dimensions W x H x D 618.4 x 376 x 102.1mm 
(24 3/8 x 14 7/8 x 4 1/8 inches)

602 x 386 x 110mm
(23 3/4 x 15 1/4 x 4 3/8 inches)

783 x 479 x 124mm
(30 7/8 x 18 7/8 x 5 inches)

Mass 8.1 kg (17 lb 14 oz) 8,7Kg (with 2 x BKM-229X installed) 13,3Kg (when 2 x BKM-229X installed)

Power

Requirements AC 100V - 240V, 50/60Hz
DC 24 V/5.0 A, 5 V/0.060 A

AC 100V - 240V, 50/60Hz
DC 24V 3,5A; DC 5V 0,03A

AC 100V - 240V, 50/60Hz
DC 24V 3,5A; DC 5V 0,06A

Consumption 135W 115W 136W

Operating conditions

Temperature 0 to 35°C (32 to 95°F) 0 to 35°C (32 to 95°F)

Humidity 30% to 85 % (no condensation)

Storage conditions

Temperature -20 to +60°C (-4 to 140°F) 

Humidity 0 to 90 % (no condensation)

Pressure 700 to 1060 hPa

Specifications for 
Image Presentation & Display

Specifications for 
Image Presentation & Display
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LCD Monitors for General Purpose

FWD-S47H1 FWD-S42H1

Panel

LCD Panel Type 47" 42"

Resolution 1920 x 1080 pixels, Full HD

Pixel pitch 0.54 x 0.54mm (1/46 x 1/46 inches) 0.48 x 0.48mm (1/52 x 1/52 inches)

Picture size (H/V) 1,040 x 585mm (41 x 23 1/8 inches) 930 x 523mm (36 3/4 x 20 5/8 inches)

Panel drive RGB : 8 bit + FRC (Frame Rate Control), colour number : 1.06 billion

Contrast ratio 1000:1 (typical)

Brightness 700 cd/m² (typical)

Viewing angle 178° (typical)

Response time 9 ms (typical)

Type a-Si TFT Active Matrix LCD

Colour system NTSC, PAL, PAL-M, PAL-N, NTSC4.43, PAL60

Sampling rate 13.5 to 162 MHz

Input / Output

Network port RJ45 (x1), 10BASE-T/100BASE-TX

Audio out Stereo mini jack (x1), 500 mV rms, high impedance

S-Video in Mini DIN 4-pin (x1)
Y: 1.0 Vp-p ± 2 dB, sync negative, 75 ohms terminated
C: 0.286 (NTSC)/0.3 (PAL) Vp-p ± 2 dB, sync negative, 75 ohms terminated

Video in/out BNC (x2), composite video, 1.0 Vp-p ± 2 dB, sync negative, 75 ohms, loop-through (automatic termination)

HD15 (RGB/COMPONENT)

Video in/out D-sub 15-pin (female, x2)

Audio in Stereo mini jack (x1), 500 mV rms, high impedance

DVI

DVI in DVI (x1), DVI Specification Rev. 1.0 compliant/HDMI (available by using a DVI-to-HDMI cable)

Audio in Stereo mini jack (x1), 500 mV rms, high impedance

Speaker

Speaker out (L/R) Grip connector (x4), 7W + 7W, 6 ohms

Measurements

Dimensions 1082 x 627 x 129mm (42 5/8 x 24 3/4 x 5 1/8 inches) 973 x 566 x 125mm (38 3/8 x 22 3/8 x 5 inches)

Mass Approx. 30.5 Kg (67 lb 2 oz) Approx. 25.5 Kg (56 lb 2 oz)

Power

Requirements AC 100 to 240 V, 50/60 Hz, 2.9 A (maximum)

Consumption 240 W (typical) / 320 (maximum)

Operating conditions

Temperature 0 to 35 °C (32 to 95 °F)

Storage/Transporting conditions

Temperature -10 to 40 °C (14 to 104 °F)

Humidity 20 to 90%, no condensation
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44 45Specifications for 
Image Presentation & Display

Specifications for 
Image Printing

3D LCD Monitors

LMD-2451MT LMD-4251TD

Panel

LCD Panel Type 24" 42"

Resolution 1920 x 1200 pixels (WUXGA) 1920 x 1080 pixels, Full HD

Picture size (H/V) 518.4 x 324.0mm (20 1/2 x 12 7/8 inches) 930 x 523mm (36 3/4 x 20 3/4 inches)

Aspect 16:10 16:9

Viewing angle (3D) 50° at a viewing distance more than 300mm,
crosstalk less than 7% (typical)

40° at a viewing distance more than 600mm, 
crosstalk less than 7% (typical)

Viewing angle (2D) 89°/89°/89°/89° (typical) (up/down/left/right contrast > 10:1)

Colours Approx. 16.7 million colours

Type Type a-Si TFT Active Matrix LCD with an AR-coated 
protection panel

a-Si TFT Active Matrix LCD

Input

Composite BNC (x1), 1.0 Vp-p ±3dB sync negative

Y/C Mini DIN 4-pin (x1)
Y: 1.0 Vp-p ±3dB sync negative, C: 0.286 Vp-p ±3dB (NTSC burst signal level), 0.3 Vp-p ±3dB (PAL burst signal level)

RGB, Component BNC (x3)
RGB: 0.7 Vp-p ±3dB (Sync On Green, 0.3 Vp-p sync negative)
Component: 0.7 Vp-p ±3dB (75% chrominance standard colour bar signal)

DVI-D DVI-D (x1)
TMDS single link

HD15 D-sub 15-pin (x1)
R/G/B: 0.7 Vp-p sync positive (Sync On Green, 0.3 Vp-p sync negative)
Sync: Total level (polarity free, H/V separate sync)
Plug & Play function: corresponds to DDC2B

External Sync BNC (x1)
0.3 Vp-p to 4.0 Vp-p ± bipolarity ternary or negative polarity binary

Option slot 2 slots

Parallel remote Modular connector 8-pin (x1) (Pin-assignable)

Serial remote D-sub 9-pin (RS-232C) (x1), RJ-45 modular connector (Ethernet) (x1) (10BASE-T/100BASE-TX)

Output

Composite BNC (x1), Loop-through, with 75 ohms automatic termination

Y/C Mini DIN 4-pin (x1), Loop-through, with 75 ohms automatic termination

RGB, Component BNC (x3), Loop-through, with 75 ohms automatic termination

External sync BNC (x1), Loop-through, with 75 ohms automatic termination

Audio monitor out - Phono jack (x2) (L, R)

Speaker (Built-in) - 1.0 W + 1.0 W (stereo)

Measurements

Dimensions 602.4 x 386.2 x 110mm (23 3/4 x 15 1/4 x 4 3/8 inches)
(including projections)

1027 x 616 x 130mm (40 1/2 x 24 3/8 x 5 1/8 inches)

Mass (with options) 8.8 kg (19 lb 6.4 oz) (with 2 x BKM-250TG) 23.5 kg (51 lb 13 oz) (with 2 x BKM-229X)

Power

Requirements AC IN: 100 V to 240 V, 50/60 Hz, 1.53 A to 0.58 A AC 100 V to 240 V, 50/60 Hz, 2.3 A to 1.1 A

Consumption Maximum: approx. 136 W (with 2 x BKM-229X) Maximum: approx. 230 W (with 2 x BKM-229X)

Operating conditions

Temperature 0°C to 35°C (32°F to 95°F)
Recommended: 20°C to 30°C (68°F to 86°F)

Humidity 30% to 85% (no condensation)

Storage/Transporting conditions

Temperature -20°C to +60°C (-4°F to +140°F)

Humidity 0% to 90% (no condensation)

Pressure 700 hPa to 1060 hPa
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Digital Colour Printer Colour Video Printer Digital Colour Printer

UP-25MD UP-D25MD UP-DR80MD

System

Printing system Dye sublimation thermal transfer Dye sublimation printing

Resolution Approx. 423 dpi Approx. 301 dpi

Gradations 8bit (256 levels) processing each for Yellow, Magenta, Cyan

Picture elements UP-21L/24LA: 2,100 x 1,600 dots
UP-21S/24SA: 1,600 x 1,200 dots

UP-21L/24LA: 2,132 x 1,600 dots
UP-21S/24SA: 1,600 x 1,260 dots

A4 size: UPC-R80MD: 3508 x 2470 dots

Picture area UP-21L/24LA: 126.0 x 96.0mm (5 x 3 3/4 
inches)
UP-21S/24SA: 96.0 x 72.0mm (3 3/4 x 2 7/8 
inches)

UP-21L/24LA: 127.9 x 96.0mm (5 1/8 x 3 3/4 
inches)
UP-21S/24SA: 96.0 x 75.6mm (3 3/4 x 3 
inches)

A4 size: 202 x 287mm

Tray capacity S Size tray: Max. 80 sheets L Size tray: Max 50 sheets 50 sheets

Printing time L size: max. 50 sheets
S size: max. 80 sheets

A4 size: Approx. 76 seconds

Inputs/outputs Video, S-Video, RGB, SYNC, HDTV IN/OUT 
signals 1080i/59.94i, 1080/50i (2:1
interlace) 720/59.94p, 720/50p (progressive)

Hi-Speed USB (USB 2.0)

Measurements

Dimensions 212 (W) x 98 (H) x 398 (D)mm, (8 3/8 x 3 7/8 x 15 5/8 inches) Approx. 317(W) x 207(H) x 425(D)mm
(12 1/2 (W) x 8 1/8 (H) x 16 3/4 (D) inches)

Mass 5.5 kg (12 lb 2 oz) 5.7 KG (12 LB 6 OZ) Approx. 11.5 kg (25.3 lbs)

Power

Requirements AC 100 V to 240 V, 50/60Hz

Consumption 1.7 A to 1.0 A 100 to 120 V: Max.2.8 A / 220 to 240 V: 
Max.1.2 A

Operating conditions

Temperature 5 °C to 35 °C (41 °F to 95 °F) 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80% (non condensing)

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 80% (non condensing)

Other

Supplied accessories CD-ROM (1) (Printer Driver, Operating 
Instructions (PDF) 21 Languages).
Before Using this Printer (1) (21 Languages), 
Paper Tray (1), Stopper (1), Cleaning 
Cartridge (1)

CD-ROM (1) (Operating Instructions (PDF) 
21 Languages), Before Using this Printer (1) 
(21 Languages), Paper Tray (1), Stopper (1),  
Cleaning Cartridge (1), USB Cable (1)

Power Cable (1), USB cable (1), CD ROM 
(1), Paper holder (2), Cleaning ribbon (1), 
Before using ths printer (1), Software license 
agreement
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Dual Interface Black & White Printer

UP-970AD UP-990AD

System

Printing system Direct thermal printing

Resolution 325 dpi

Gradations 8-bit (256 levels) processing

Picture elements Digital: 3414 x 2560 pixels
EIA: 1280 x 508 pixels
CCIR: 1280 x 612 pixels

Throughput Approx. 8 seconds / image (in standard mode) 

Tray capacity 25m (UPP-210HD and UPP-210SE) 

Memory Digital mode: 3414 x 2560 pixels max.
Analogue mode: 6 frames (800 k x 8 bits per frame)

Inputs/outputs Digital: Hi-Speed USB (USB 2.0), Analogue: Input connector: VIDEO IN (BNC type)
EIA or CCIR composite video signals 1.0 Vp-p, 75 ohms/high-impedance (EIA/CCIR automatically discriminated), Output connector: 
VIDEO OUT (BNC type), EIA or CCIR composite video signals 0 Vp-p, 75 ohm loop-through/EE switchable, REMOTE connector: stereo 
mini jack

Measurements

Media Size Paper width of 210mm

Print size When “S:STD” is selected from “SIDE” EIA: 187 x 140mm CCIR: 187 x 138mm
When “S:SIDE” is selected from “SIDE” EIA: 249 x 188mm CCIR: 249 x 186mm

Dimensions 316 x 132.5 x 305mm (12 1/2 x 5 1/4 x 12 1/8 inches)

Mass Approx. 8 kg (17 lb 10 oz)

Power

Requirements AC 100 to 240 V, 50/60 Hz

Consumption 2.4 A to 1.3 A

Operating conditions

Temperature 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80%

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 80%

Specifications for 
Image Printing

Specifications for 
Image Printing

Colour Video Printer Digital Colour Printer

UP-55MD UP-D55

System

Printing system Dye sublimation printing

Resolution Approx. 379 dpi

Gradations 8 bits (256 levels) processing each for Yellow, Magenta and Cyan

Picture elements 2528 x 1920 pixels (full screen print)

Throughput Approx. 20 seconds

Tray capacity Max. 100 sheets

Memory 8 frame memories 18 MB (two frame memories)

Control terminal Remote 1 (special mini) for optional RM-5500 (discontinued)
Remote 2 (stereo mini) for optional RM-91
RS-232C interface port (D-sub 25-pin) for external computer

Inputs/outputs Video, S-Video, RGB, SYNC Hi-Speed USB (USB 2.0)

Measurements

Media size A5 Size: 178 x 152mm (7 1/8 x 6 inches)

Dimensions Approx. 280 x 125 x 398mm (11 1/8 x 5 x 15 3/4 inches) excluding the projection parts

Mass Approx. 9 kg (19 lb 13 oz)

Power

Requirements AC 100 to 120 V, 50/60 Hz, AC 220 to 240 V, 50/60 Hz

Consumption 100 to 120 V: Max.2.8 A / 220 to 240 V: Max.1.2 A

Operating conditions

Temperature 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80% (non condensing)

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 90% (non condensing)
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Black & White Video Printer Digital Black & White Printer

UP-897MD UP-D897

System     

Printing system Direct thermal printing

Resolution 325 dpi

Gradations 8-bit (256 levels) processing

Picture elements (when “SC:WD1” is selected from “SCAN”)
EIA: 1210 x 490 pixels
CCIR: 1210 x 582 pixels

4096 x 1280 pixels (max.)

Throughput When “SP:HI” is selected from “SPEED”
Approx. 2 seconds / image
(at standard setting)
When “SP:NOR” is selected from “SPEED”
Approx. 3.3 seconds / image
(at standard setting)

High-speed mode
Approx. 2 seconds / image (960 x 1280 pixels)
Normal speed
Approx. 3.3 seconds / image (960 x 1280 pixels)

Memory 10 frames (800 k x 8 bits per frame) 4096 x 1280 x 8 bit (one image at full resolution)

Inputs/outputs Input connector:
VIDEO IN (BNC type)
EIA or CCIR composite video signals
1.0 Vp-p, 75 ohms/high-impedance
(EIA/CCIR automatically discriminated)
Output connector:
VIDEO OUT (BNC type)
EIA or CCIR composite video signals
1.0 Vp-p, 75 ohm loop-through/EE switchable
REMOTE connector: stereo mini jack

Hi-Speed USB (USB 2.0)

Measurements

Media Size Paper width of 110mm

Print size (when “SC:WD1” or “SC:NOR” is selected from “SCAN”)
When “S:STD” is selected from “SIDE”
EIA: 94 x 73mm 
CCIR: 94 x 71mm
When “S:SIDE” is selected from “SIDE” 
EIA: 124 x 96mm
CCIR: 127 x 96mm

320 x 100mm (max.)
(12 5/8 x 4 inches)

Dimensions 154 x 88 x 240mm 
(6 1/6 x 3 1/2 x 9 1/2 inches)

Mass Approx. 2.6 kg (5 lb 11 oz)

Power     

Requirements AC 100 to 240 V, 50/60 Hz

Consumption 1.5 A to 0.8 A

Operating conditions     

Temperature 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80%

Storage/Transporting conditions     

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 90%
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Multi-media Digital Black 
& White Printer

Multi-media Dual Interface Digital Imager

UP-D72XR UP-D74XRD

System     

Printing system Direct Thermal Printing

Resolution 300 dpi

Gradations 512 grey levels (9 bit)

Picture elements 2743 x 2320 pixels

Throughput Approx. 40 seconds

Film supply tray 1 tray

Tray capacity Paper: 100 sheets / Film: 100 sheets

Memory 16 MB

Inputs/Outputs USB connector x 1 DICOM port x 1 (RJ-45 modular jack) 
USB 2.0 connector x 1

Measurements

Print size 232.2 x 196.4mm (9 1/4 x 7 3/4 inches)

Dimensions 412 x 210 x 431mm (16 1/4 x 8 3/8 x 17 inches)

Mass Approx. 15.5 kg (34 lb 3 oz) Approx. 16kg (35 lb 3 oz)

Power

Requirements AC 100 to 240 V, 50/60 Hz

Consumption Standby: 12.6 W (actual measurement) Black printing: 190 W (actual measurement) Max: 270 W

Operating conditions

Temperature 10 °C to 30 °C (50 °F to 86 °F)

Humidity 20% to 80% (non-condensing)

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 90% (non-condensing)

Specifications for 
Image Printing
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Specifications for 
Image Printing

Direct Thermal Printing

Diagnostic Film Imagers

UP-DF550 UP-DF750

System     

Printing system Direct Thermal Printing

Resolution 320DPI 604 dpi

Gradations 12 BIT PROCESSING 14 bit processing

Picture elements 5232 x 4360 pixels (for 14 x 17 inch film) 8,256 x 9,888 pixels (for 14 x 17 inch film)

Throughput Approx. 64 sheets (per hour for 14 x 17 inch film)
Approx. 85 sheets (per hour for 8 x 10 inch film)

Approx. 75 prints (per hour for 14 x 17 inch film)
Approx. 90 prints (per hour for 8 x 10 inch film)

Film supply tray Two trays

Tray capacity 125 sheets (max.)

Maximum density UPT-517BL, UPT514BL, UPT-512BL, UPT-510BL: 3.2 UPT-M710BL, UPT-M712BL: 3.8
UPT-517BL, UPT514BL, UPT-512BL, UPT-510BL: 3.2

Inputs/outputs DICOM port x 1 (RJ-45 Modular jack)

Measurements     

Media size 354 x 430mm (14 x 17 inches), 279 x 354mm (11x 14 inches), 253 x 304mm (10 x 12 inches), 202 x 253mm (8 x 10 inches)

Dimensions 600 x 316 x 686mm (23 5/8 x 12 1/2 x 27 1/8 inches)

Mass Approx. 63 kg (138 lb 14 oz) Approx. 67 kg (147 lb 11 oz)

Power     

Requirements AC 100 TO 240 V, 50/60 HZ AC 100-120 V/ AC 200-240 V, 50/60 Hz

Consumption 4.4 TO 1.8 A 4.4 to 2.4 A

Operating conditions     

Temperature 10 °C to 30 °C (50 °F to 86 °F)

Humidity 20% to 80% (non-condensing)

Storage/Transporting conditions     

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 80% (non-condensing)

DICOM Colour Printer

UP-D77MD

System

Printing system Dye transfer sublimation thermal printing

Resolution 300dpi

Gradations over 16.7 million colours

Picture elements 3,208 x 2,400 dots

Throughput Approx. 85 seconds (A4)

Paper supply tray 1 tray

Tray capacity 72 sheets (max.)

Inputs/outputs DICOM port x 1 (RJ-45 modular jack)

Measurements

Media size A4: 210 x 297mm 

Dimensions Approx. 493.8 (W) x 176 (H) x 468.8 (D)mm / (19 1/2 (W) x 7 (H) x 18 1/2 (D) inches)

Mass Approx. 21kg (46 lb 5 oz)

Power

Requirements AC 100-240 V, 50/60 Hz

Consumption 3.0 to 1.3 A

Operating conditions

Temperature 10°C to 30°C (50°F to 86°F)

Humidity 20% to 80% (non-condensing)

Storage/Transporting conditions

Temperature  -20 °C to 60 °C

Humidity 20% to 90% (non condensing)
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At Sony Professional we believe 
images have immeasurable power 
that can increase business value and 
turn images into assets.

This is Visual Wealth
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